
fs pulse jet baghouse dust 
collectors and bin vents

Economical solutions for dust collection and bin venting applications.

•	  Side bag filter removal allows for installation  
in low headroom applications

•	  All-welded construction provides increased 
durability and air/water integrity

•	  Integral fan option up to 75 hp helps to  
reduce space requirements

•	  Unique cleaning system minimizes moisture and 
particulate issues in pulse valves

•	  Collectors with up to 225 bag filters require only 
one dirty air inlet, one clean air outlet, and one 
hopper, resulting in reduced ducting and hopper 
outlet costs

121FS10 Pulse Jet Baghouse Dust Collector
with integrated fan, silencer and dumpster discharge

25FS8 Bin Vent
with integrated fan



fs pulse jet baghouse dust collectors and bin vents

these photos were taken with a scanning electron microscope of bag media used in a collector that was filtering fly ash. the 
bags were removed after 2,700 hours of use. air-to-media ratio was 4.5 to 1. pressure drop after 2,700 hours of operation was 
6 inches (152.4 millimeters) on polyester bags and 2 inches (50.8 millimeters) on dura-life™.
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DimenSionS & SPeCiFiCationS

Dura-LiFe™ Bag FiLterS — a Breakthrough 
For Bag uSerS.

Dura-Life™ polyester bag filter media is engineered with a unique hydroentanglement process that uses 
water to blend the fibers, which creates a filter bag that has smaller pores, better surface loading and better 
cleaning. For this reason, Dura-Life™ bag filters provide:

•	 Two to three times longer bag filter life

•	  Reduced maintenance and replacement bag filter 
costs due to fewer bag changeouts

•	 Fan energy savings due to lower pressure drop

•	  Thirty percent fewer emissions based on EPA tests



fs pulse jet baghouse dust collectors and bin vents

Model

nominal airflow range* cloth area
length of 

filter bags
shipping 
Weight dimensions

lb kgft mcfm m3/h ft2 m2 a b c
in mm in mm in mm

9fs4 240 - 600 408 - 1,019 60 5.6 4 1.2 1,200 544.3 30 762.0 30 762.0 119.6 3037.8
9fs6 360 - 900 612 - 1,529 90 8.4 6 1.8 1,300 589.7 30 762.0 30 762.0 143.6 3647.4
9fs8 480 - 1,200 815 - 2,038 120 11.1 8 2.4 1,400 635.0 30 762.0 30 762.0 167.6 4257.0
16fs4 428 - 1,070 727 - 1,818 107 9.9 4 1.2 1,500 680.4 38 965.2 38 965.2 126.9 3223.3
16fs6 640 - 1,600 1,087 - 2,718 160 14.9 6 1.8 1,600 725.7 38 965.2 38 965.2 150.9 3832.9
16fs8 852 - 2,130 1,447 - 3,618 213 19.8 8 2.4 1,800 816.5 38 965.2 38 965.2 174.9 4442.5
25fs4 688 - 1,670 1,169 - 2,837 167 15.5 4 1.2 1,800 816.5 46 1168.4 46 1168.4 133.6 3393.4
25fs6 1,000 - 2,500 1,699 - 4,247 250 23.2 6 1.8 2,000 907.2 46 1168.4 46 1168.4 157.6 4003.0
25fs8 1,322 - 3,330 2,246 - 5,657 333 30.9 8 2.4 2,200 997.9 46 1168.4 46 1168.4 181.6 4612.6
36fs4 960 - 2,400 1,631 - 4,077 240 22.3 4 1.2 2,100 952.5 54 1371.6 54 1371.6 140.7 3573.8
36fs6 1,440 - 3,600 2,446 - 6,115 360 33.4 6 1.8 2,300 1043.3 54 1371.6 54 1371.6 164.7 4183.4
36fs8 1,920 - 4,800 3,261 - 8,154 480 44.6 8 2.4 2,600 1179.3 54 1371.6 54 1371.6 188.7 4793.0
49fs4 1,308 - 3,270 2,222 - 5,555 327 30.4 4 1.2 2,500 1134.0 62 1574.8 62 1574.8 148.2 3764.3
49fs6 1,960 - 4,900 3,329 - 8,323 490 45.5 6 1.8 2,800 1270.1 62 1574.8 62 1574.8 172.2 4373.9
49fs8 2,612 - 6,530 4,437 - 11,092 653 60.7 8 2.4 3,100 1406.1 62 1574.8 62 1574.8 196.2 4983.5
64fs6 2,560 - 6,400 4,349 - 10,871 640 59.5 6 1.8 3,200 1451.5 70 1778.0 70 1778.0 179.1 4549.1
64fs8 3,412 - 8,530 5,796 - 14,489 853 79.2 8 2.4 3,600 1632.9 70 1778.0 70 1778.0 203.1 5158.7
64fs10 4,264 - 10,660 7,243 - 18,108 1066 99.0 10 3.0 4,000 1814.4 70 1778.0 70 1778.0 227.1 5768.3
81fs8 4,320 - 10,800 7,338 - 18,345 1080 100.3 8 2.4 5,500 2494.8 82 2082.8 82 2082.8 221.8 5633.7
81fs10 5,400 - 13,500 9,173 - 22,932 1350 125.4 10 3.0 6,000 2721.6 82 2082.8 82 2082.8 245.8 6243.3
81fs12 6,480 - 16,200 11,007 - 27,518 1620 150.5 12 3.7 6,500 2948.4 82 2082.8 82 2082.8 269.8 6852.9
100fs8 5,332 - 13,330 9,057 - 22,643 1333 123.8 8 2.4 6,250 2835.0 90 2286.0 90 2286.0 228.8 5811.5
100fs10 6,668 - 16,670 11,327 - 28,316 1667 154.9 10 3.0 6,750 3061.7 90 2286.0 90 2286.0 252.8 6421.1
100fs12 8,000 - 20,000 13,589 - 33,973 2000 185.8 12 3.7 7,250 3288.5 90 2286.0 90 2286.0 276.8 7030.7
121fs8 6,452 - 16,130 10,960 - 27,399 1613 149.8 8 2.4 7,250 3288.5 98 2489.2 98 2489.2 236.9 6017.3
121fs10 8,068 - 20,170 13,705 - 34,262 2017 187.4 10 3.0 8,000 3628.7 98 2489.2 98 2489.2 260.9 6626.9
121fs12 9,680 - 24,200 16,443 - 41,107 2420 224.8 12 3.7 8,500 3855.5 98 2489.2 98 2489.2 284.9 7236.5
144fs8 7,680 - 19,200 13,046 - 32,614 1920 178.4 8 2.4 8,250 3742.1 106 2692.4 106 2692.4 243.8 6192.5
144fs10 9,600 - 24,000 16,307 - 40,768 2400 223.0 10 3.0 8,750 3968.9 106 2692.4 106 2692.4 267.8 6802.1
144fs12 11,520 - 28,800 19,568 - 48,921 2881 267.6 12 3.7 9,500 4309.1 106 2692.4 106 2692.4 291.8 7411.7
169fs8 9,012 - 22,530 15,308 - 38,271 2253 209.3 8 2.4 9,000 4082.3 114 2895.6 114 2895.6 250.8 6370.3
169fs10 11,268 - 28,170 19,140 - 47,851 2817 261.7 10 3.0 10,000 4535.9 114 2895.6 114 2895.6 274.8 6979.9
169fs12 13,520 - 33,800 22,966 - 57,414 3380 314.0 12 3.7 10,750 4876.1 114 2895.6 114 2895.6 298.8 7589.5
196fs8 10,452 - 26,130 17,754 - 44,386 2612 242.7 8 2.4 10,000 4535.9 122 3098.8 122 3098.8 257.7 6545.6
196fs10 13,068 - 32,670 22,198 - 55,495 3267 303.5 10 3.0 10,750 4876.1 122 3098.8 122 3098.8 281.7 7155.2
196fs12 15,680 - 39,200 26,635 - 66,587 3920 364.2 12 3.7 11,750 5329.7 122 3098.8 122 3098.8 305.7 7764.8
225fs8 12,000 - 30,000 20,384 - 50,960 3000 278.7 8 2.4 11,000 4989.5 130 3302.0 130 3302.0 264.6 6720.8
225fs10 15,000 - 37,500 25,480 - 63,699 3750 348.4 10 3.0 12,000 5443.1 130 3302.0 130 3302.0 288.6 7330.4
225fs12 18,000 - 45,000 30,576 - 76,439 4501 418.1 12 3.7 13,000 5896.7 130 3302.0 130 3302.0 312.6 7940.0
252fs8 13,440 - 33,600 22,830 - 57,075 3360 312.1 8 2.4 n/a** n/a** 168 4267.2 122 3098.8 286.0 7264.4
252fs10 16,800 - 42,000 28,537 - 71,343 4200 390.2 10 3.0 n/a**  n/a**  168 4267.2 122 3098.8 310.0 7874.0
252fs12 20,160 - 50,400 34,245 - 85,612 5040 468.2 12 3.7 n/a** n/a** 168 4267.2 122 3098.8 334.0 8483.6
336fs8 17,920 - 44,800 30,440 - 76,100 4480 416.2 8 2.4 n/a** n/a** 224 5689.6 122 3098.8 286.0 7264.4
336fs10 22,400 - 56,000 38,050 - 95,124 5600 520.2 10 3.0 n/a** n/a** 224 5689.6 122 3098.8 310.0 7874.0
336fs12 26,880 - 67,200 45,660 - 114,149 6720 624.3 12 3.7 n/a** n/a** 224 5689.6 122 3098.8 334.0 8483.6
bin vent Model
9fs4 180 - 420 306 - 713 60 5.6 4 1.2 500 226.8 30 762.0 30 762.0 69.6 1767.8
9fs6 270 - 630 459 - 1,070 90 8.4 6 1.8 600 272.2 30 762.0 30 762.0 93.6 2377.4
9fs8 360 - 840 612 - 1,427 120 11.1 8 2.4 800 362.9 30 762.0 30 762.0 117.6 2987.0
16fs4 321 - 749 545 - 1,272 107 9.9 4 1.2 700 317.5 38 965.2 38 965.2 69.6 1767.8
16fs6 480 - 1,120 815 - 1,902 160 14.9 6 1.8 900 408.2 38 965.2 38 965.2 93.6 2377.4
16fs8 639 - 1,491 1,085 - 2,533 213 19.8 8 2.4 1,100 499.0 38 965.2 38 965.2 117.6 2987.0
25fs4 501 - 1,169 851 - 1,986 167 15.5 4 1.2 1,000 453.6 46 1168.4 46 1168.4 69.6 1767.8
25fs6 750 - 1,750 1,274 - 2,973 250 23.2 6 1.8 1,200 544.3 46 1168.4 46 1168.4 93.6 2377.4
25fs8 999 - 2,331 1,697 - 3,960 333 30.9 8 2.4 1,400 635.0 46 1168.4 46 1168.4 117.6 2987.0
36fs4 720 - 1,680 1,223 - 2,854 240 22.3 4 1.2 1,200 544.3 54 1371.6 54 1371.6 69.6 1767.8
36fs6 1,080 - 2,520 1,835 - 4,281 360 33.4 6 1.8 1,400 635.0 54 1371.6 54 1371.6 93.6 2377.4
36fs8 1,440 - 3,360 2,446 - 5,707 480 44.6 8 2.4 1,700 771.1 54 1371.6 54 1371.6 117.6 2987.0
49fs4 981 - 2,289 1,666 - 3,888 327 30.4 4 1.2 1,500 680.4 62 1574.8 62 1574.8 70.1 1780.5
49fs6 1,470 - 3,430 2,497 - 5,826 490 45.5 6 1.8 1,800 816.5 62 1574.8 62 1574.8 94.1 2390.1
49fs8 1,959 - 4,571 3,328 - 7,765 653 60.7 8 2.4 2,100 952.5 62 1574.8 62 1574.8 118.1 2999.7
64fs6 1,920 - 4,480 3,261 - 7,610 640 59.5 6 1.8 2,100 952.5 70 1778.0 70 1778.0 94.1 2390.1
64fs8 2,559 - 5,971 4,347 - 10,143 853 79.2 8 2.4 2,500 1134.0 70 1778.0 70 1778.0 118.1 2999.7
64fs10 3,198 - 7,462 5,432 - 12,675 1066 99.0 10 3.0 2,800 1270.1 70 1778.0 70 1778.0 142.1 3609.3

DimenSionS & SPeCiFiCationS

   *   Based on clean bag filters.  **   Contact home office.



significantly improve the performance of your collector with genuine donaldson torit 
replacement filters and parts. call donaldson torit today 800-365-1331.

Tel 800-365-1331 (USA)
Tel 800-343-3639 (within Mexico)

donaldsontorit@donaldson.com
donaldsontorit.com

Donaldson Company, Inc. 
Torit
P.O. Box 1299
Minneapolis, MN 
55440-1299 U.S.A.

FS	Pulse	Jet	Baghouse	&	Bin	Vents	(09/12)
© 2008 donaldson co., inc. all rights reserved. all products, product specifications, 
and data (airflow, capacity, dimensions, or availability) are subject to change without 
notice, and may vary by region or country. donaldson torit is a registered trademark 
of donaldson company, inc. contains donaldson proprietary technology.
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StanDarD FeatureS & equiPment oPtionS

Collector	Design Std Opt

side bag removal 7

all-Welded, carbon steel construction, 12 gauge 7

rated 17-inch (431.8-Millimeter) Water gauge 7

compressed air Manifold with drain 7

flanged clean air outlet 7

high performance venturis 7

easy-lift lifting ears 7

integrated exhaust Weatherhood 7

service platform and ladder 7

stainless steel construction 7

factory Mounted  direct drive fans with outlet hood and 
birdscreen with neMa premium®* efficient Motor 7

high performance fan silencer 7

slide gate fan damper 7

shaving control system (scs) 7

Bags	&	Cages

dura-life™ twice the life polyester bags 7

stainless steel bag clamps 7

galvanized cages 7

variety of bag Media options 7

Paint	System

prime coated interior 7

durable industrial finish exterior 7

standard colors: torit blue or storm White 7

custom colors 7

Hopper	Design (not available on bin vent) Std Opt

60° hoppers 7

flanged dirty air inlet 7

inlet deflector 7

flanged hopper discharge 7

hopper access panel 7

coupling for high level indicator 7

high level indicator 7

Hopper	Discharge	(not available on bin vent)

dumpster discharge with pneumatic lid 
and controls 7

rack and pinion gate 7

55-gallon (208.2-liter) drum cover 7

various rotary valve options 7

Support	Structure	(not available on bin vent)

36” (914.4 mm) clearance leg pack 7

custom clearance leg packs 7

Electrical	Controls,	Gauges	&	Enclosures

goyen diaphragm valves 7

120v timerboard and solenoid valves 
in neMa 4 enclosure 7

Magnehelic®** gauge 7

photohelic®** gauge 7

photohelic gauge (Weatherproof) 7

delta p control panel without timer 7

Safety	Features

4"x4" (101.6 x 101.6 mm) bag safety grid (bin vent units only) 7

sprinkler access ports 7

sprinkler pack assembly 7

explosion vents 7

Warranty

10-Year Warranty 7

 *  All 60 Hz motors 1 HP and above are EISA compliant and considered  NEMA 
Premium® per Table 12-12. NEMA Premium is a registered trademark  
of National Electrical Manufacturers Association. 

**  Magnehelic and Photohelic are registered trademarks of Dwyer Instruments, Inc.


